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Progetto PREMIER PLACE : . —— ===
Project office building : : S . == e
Proprieta AXA PROPERTY S NS e =
Owner INVESTMENTS LIMITED RN s SR
Localita 2 - 1/, Devonshire Square, : TS __-__/_,‘_'.-_
Location London EC2 2N .
Committente Carillion Building Ltd
Build Contractor
Progettista Bennetts Associates,
Architect London
Consulente facciate Arup Facade Engineering & v

Cladding Consultant

Facciate a vetro camera strutturale (4500 m?)
Structural glazing curtain walling.
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Facciate a pannelli con camera ventilata (3000 m?)
Metal panel rainscreen cladding

Rivestimenti in pietra H=-30 m (1000ms)
Stone cladding fins building height 30 m.
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All'interno dello square mile londinese, nasce
la nuova sede della Royal Bank of Scotland, Ia
pit recente testimonianza del new style dello
studio Bennetts Associates, che affianca la
complessita tecnologica degli elementi costruttivi,
costituenti 'opera architettonica, con la
semplicita stilistica delle forme.

La pienezza della struttura portante in acciaio
a vista, la fluidita delle fughe prospettiche
scandite dai brise soleil, i cromatismi del
rivestimento lapideo e la trasparenza dei moduli
vetrati rendono semplice e riconoscibile la
geometria dell'involucro esterno, conferendo
una marcata identita all’architettura. L'edificio
rivela il proprio scheletro metallico, con ampie
superfici vetrate di lecorbuseriana memoria;
quello che all'esterno & esemplare geometria,
nei particolari costruttivi diviene raffinatezza,
tecnologia, definizione calcolata con cura dei
minimi dettagli.

L’high-tech inglese scrive qui un altro capitolo
della sua storia nel quale semplicitd e
complessita trovano delicato equilibrio.
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Stands to new headquarter office building for
the Royal Bank of Scotland, developed by Axa
Property Investments Ltd, the most recent
testimony to the new style of Bennetts Associates
architecture; this supports the technological
complexity of the structural elements forming
the architectural work, with the stylish simplicity
of forms.

The fullness of the visible steel supporting
structure, the fluidity of the perspectives
presented by the sunshades, the colour of the
granite stone facing and the purity of the glass
units make the geometry of the external cladding
simple and recognizable, giving the architecture
a distinct identity. The building reveals its steel
framework with wide glass surfaces reminiscent
of Le Corbusier. What makes up exemplary
geometry on the outside becomes refined in the
structural detail technology and calculated
definition with attention to the smallest detail.
British high-technology writes another chapter
of its history, in which simplicity and complexity
find a delicate balance.
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|l cladding dell’edificio si distingue
per una singolare ed eccezionale
diversita di soluzioni: 8 tipologie di
facciata si alternano tra di loro con
il dominio comune della trasparen-
za e colorazione RAL7016
dell’alluminio e degli acciai.

The cladding is distinguished by an
individual and exceptional diversity
of solutions: 8 types of facade
alternate with the common
dominating effect of transparency
and dark grey colouring of the
aluminium and steel.

Larga parte dell’intero involucro & caratterizzato
da moduli vetrati incastonati nel traliccio di
travi e colonne in acciaio portante protetti al
fuoco da pannelli di acciaio inox di 200 mm di
sp. (resistenza al fuoco 1 ora) per uno sviluppo
complessivo di 2200 mgq. | profili in alluminio
sono stati estrusi per I'occasione lasciando,
su richiesta architettonica, 22 mm esterni di
fuga da cui emergono pinne verticali ed
orizzontali ad incastonare il vetro.

A large part of the entire cladding is characterised
by glass units set in the framework of structural
steel beams and columns protected against fire
by 100mm thick internal stainless steel panels
(1 hour’s fire resistance) over a total area of
2,200 square metres. The aluminium profiles
have been extruded for the project leaving, as
requested by the architects, an external 22 mm
for vertical and horizontal feature fins.
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| ISOMETRIC SKETCH: STEELWORK ASSEMBLY

fixing lugs we]de_d

silicone-glazed to rear of |
double-glazed column | silicone
unit | | seal

polyester powder-coated

aluminium flashing panel

plasterboard dry-lining screw-

fixed to channels welded to

=, rearof panel

150mm raised access floor

130mm composite

concrete slabon

| ~._ metal deck
- 0

.

gasket against—a  ||1T |

\\\\\‘. column and

beam

356 x 406mm UC

silicone joint colour | |

matched to steel :‘= X
polyester pov\rder-cc:ale&:!x

aluminium sunshade, pivot
hung for cleaning

L 686x254mm UB
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Il rivestimento continuo di base & coronato in
sommita da “bays” formate da moduli ad
interpiano libero (1600x3800 mm) con una
fascia marcapiano costituita da un carter in
alluminio. L'introduzione della luce negli
ambienti del prospetto sud & mitigata da
frangisole strutturali percorribili per I'ispezione
e pulizia, costituiti da piatti verticali in alluminio
di 5.5 ml di altezza.

Da sottolineare la soluzione adottata per gli
angoli vetrati dell’edificio costituita da moduli
2400x3900 mm ancorati sui tre lati e liberi
sullo spigolo esterno in modo da non
compromettere la trasparenza.

All'interno del vetro camera trova spazio il
sistema “internal blind”, ossia veneziane
orientabili mediante un sistema di attivazione
magnetico.

Il modulo di facciata piu grande misura 3000
x 3000, ed & posto sulla sommita della “ main
entrance” realizzata con montanti strutturali
in acciaio (altezza di 7,5 mt - peso di 450 kg).

The main elevations are made up of “bays”
consisting of units (1600 mm x 3800 mm)
with spandrel panels of steelwork and
aluminium pressings. The introduction of light
into the rooms on the South Elevation is
controlled by the aluminium sunshades, which
can be opened for cleaning and inspection,
consisting of horizontal aluminium extrusions
fixed to vertical aluminium plates.
The solution adopted for the glass corners of
the building consists of 2400 x 3900mm units
anchored on three sides and free on the
external edge so as not to compromise the
passage of light from outside. Inside the air
chamber, there is space for an “internal blind”
system, i.e. Venetian blinds that can be directed
by means of an internal magnetic operating
system.

The largest curtain walling unit measures 3000
x 3000 and it's located on the main entrance,
supported by structural steel mullions (7,5 m

high - 450 kg weight).




Moduli strutturali con frangisole percorribile
Structural glazing with walkable sunshade
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Montante alluminio
Aluminium mullion

Guarnizioni in EPDM/
silicone
EPDM and silicone gasket
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Silicone strutturale
~ Structural silicone
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4 Vetro stratificato
80.76 PVB8
Laminated glass
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| Barra rinforzo in acciaio
inox
= Stainless steel

= reinforcement/rod bar

L'architettura vetrata risulta incastonata da
pinne di facciata in pietra costituite da moduli
variabili (max 1700x505mm) di granito fiammato
Visag Blu Indian, spessore 40 mm, ancorato
con fissaggi tipo kerf non visibili, in quanto la
fuga & di soli 6 mm. Le pietre, smontabili
individualmente, hanno piano per piano una
direzione di venatura opposta e negli angoli
sono preassiemate in modo da dare
I'impressione di un continuum solido.
Tutte le facciate in Premier Place sono state
dimensionate per una pressione esterna di 276
kg/ma, tenendo conto cioé sia della pressione
del vento che della possibile presenza di un
carico di esplosione convenzionale.

The glass architecture is mounted on fagade
fins consisting of variable units (max 1700 x
505mm) of Silver cut Visag Blue Indian granite
40mm thick, anchored with kerf-type clamps
that are not visible as the designed joints are
only 6mm. The stones, individually removable,
have opposite grains for each floor and are pre-
assembled at the corners so as to give the
impression of a solid stone fin wall.
All the facades listed are of dimensions sufficient
to withstand an external pressure of 276kg per
square metre, either of wind pressure or a
possible conventional bomb blast.
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www.focchiit |

FOCCHI S.p.A.
Circonvallazione Ovest,9
47900 RIMINI

Tel. 39 0541 740055
Fax 39 0541 742167
E-mail: info@focchi.it

FOCCHI

FOCCHI LTD

Sherlock House

7-8 Kenrick Place

LONDON W1U 6HE

Tel. 44 (0)20 7224 2934
Fax 44 (0)20 7487 5732
E-mail: info@focchiltd.co.uk

FOCCHI SINGAPORE PTE-LTD
461 Tagore Industrial Avenue
SINGAPORE 787830

Tel. 65 6323 3240

Fax 65 6323 4784

E-mail: focchi@singnet.com.sg
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www, gambarini-muti.com
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